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NOTES:

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.

2. DO NOT SCALE DRAWING.

3.  THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, 
CONSULTANTS AND DESIGN PROFESSIONALS OR PLANNING PURPOSES ONLY. THIS DRAWING 
MAY NOT BE USED FOR CONSTRUCTION.

4.  ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST 
BE REVIEWED AND APPROVED BY THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.

INSTALLATION PROFILE WITH PAVERS 

ULTRA BASE SYSTEMS® PROFESSIONAL PANEL

2015-12PA 

let UltroBoseSystems® I 
Installation Profile with Pavers 

Polymeric Sand in joints 

Pavers, Stone, or Tile 

Non-woven Needle Punched Permeable Fabric 

UltraBaseSystems Professional panel, 11/4" x 28" x 28" (3.2cm x 71.1cm x 71.1cm) 

UltraBaseSystems Geosynthetic Stabilization Permeable or Impermeable Fabric 

1"(2.S cm) to 2"(5.l cm) of Leveling Medium if needed, such as Crushed Stone 

Existing Compacted Subgrade or Aggregate (with optional Soil Stabilizer/Geo-grid) 
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The referenced design profile is meant as an example of acceptable installation practices. Every installation and site requirement 
is different, and should be reviewed and approved by an engineer or licensed design professional prior to construction. 
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