ULTRA BASE
COURT

SPECIFICATIONS

A stable foundation combined with a high performance

play surface. The Ultra Base Court panel is the industry’s

t all-in-one, easy-to-install economical, court solution.

firs

WEIGHTS AND DIMS

Actual panel dimension 30” x 30” x 1.25” / 762mm x 762mm x 31.75 mm

PANEL DIMENSIONS

5.44 ft2 /.505 m?

1.86 Ibs per sq ft / 9.16 kg per sq m 10.2 Ibs / 4.63 kg per panel

28” x 28”x 1.25”/ 711.2mm x 711.2mm x 31.75 mm

Square footage area once installed

PANEL WEIGHT

Average panel weight:

281’
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TECHNICAL DATA

424.5” per hour
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Proudly made in the USA from
recycled and recyclable mater
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MADE IN USA




Ultra Base Courte A

CCESSOries Rty

By simply utilizing any of the optional accessories shown below, your
Ultra Base Court panels become a highly functional and finished panel
system unlike any on the market today.

. Finished Edge Trim:
Covered Wire e Engineered to securely interlock

Chase Track: with Ultra Base Floor and Ultra Base

Court, creating a finished look.
¢ This self-contained unit hides ¢ Designed to allow water run off and
unsightly wires and cables below

under the edge, helping to keep your Pinished

the panel surface, allowing for floor or court dry. 1 .
easy access to convert any Ultra Corner Trim:

Base Floor and Ultra Base Court ¢ |Interlocks with

installation into a highly-functional Finished Edge Trim
workspace. for a finished outside

corner look.

Covered 4-way "¢ ADA-Compliant
Wire Chase = Ramp:

]u;lctlon Box S ' * Engineered to securely
with Cover: \ ] . interlock with Ultra Base

Floor and Ultra Base Court,

e Used in conjunction with this ADA-compliant ramp

the Covered Wire Chase Wire Chase

Track, this covered
junction box allows for
the redirection of wires to
provide electrical or cable
service where needed.

Track Finished
Edge Trim:

* Provides the matching
finish for the outer edge
of the Wire Chase Track.

delivers the strength,
traction and drainage
required to support any
motorized wheelchair

or maintenance vehicle,
making access worry-free.

866.921.7888 | 727.391.9009

www.UltraBaseSystems.com | www.TourLinks.net
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